




System requirements 

Minimum hardware requirements 

• 4GB RAM 
• 2GHz dual-core or higher 
• 100GB of hard disk space 

Recommended hardware requirements

• 16-32GB RAM 
• 3GHz quad-core or higher
• 300-500GB of hard disk space

Software requirements for evaluation

• Windows: Windows 11 (or) Windows Server 2025/ 2022/ 2019/ 2016
• Linux: Ubuntu 16 to 25/ Fedora 42/ Red Hat 7, 8 , 9, 10/ Opensuse 15/ Debian 11, 12, 13/ Rocky 10/ BOSS 10
• Web client: Google Chrome/ Mozilla Firefox/ Microsoft Edge 

To know more about other requirements, click here.

Free Edition Professional EnterpriseFeatures

Starting Price Free $595 (10 devices) $8395 (250 devices)

Max Devices Count 2 devices 10,000 50,000

Manage up to 
10000 devices

24x5 technical 
support

Multi-Site / Distributed 
Network Configuration 
Management

Automatic data sync 
between all probes 
(Multiple sites)

Smart Upgrade - 
Automatic PPM Upgrade 
for all probes

Collective data/reports 
in the central server



ManageEngine Network Configuration Manager   
has proven a very useful tool to help Federal Signal, 
Inc. manage multiple vendors equipment across   
multiple geographic locations. It has allowed us to 
effectively manage remote device configurations 
and implement effective change control for 
network infrastructure.

-Larry Ware, Federal Signal Global Network Boffin

Trusted customers

Grab your 30-day free trial Get a free demo

Download free trial Request for a demo

www.networkcon�gurationmanager.com


